. H I
Fall protection onem?m

Self retracting lifelines cable

FALCON™ BLOCK /!

L
WODDE® Aprow
The safest, most robust and comprehensive range of composite retractable lifelines -

on the market. 6.2m to 20m - Cable self-retracting lifeline. i

FEATURES & BENEFITS

Benefits: Increase durability Features: Easy adjustment

« Stops the fall within a few centimetres for a * Quick-activating braking mechanism.
quick and safe rescue. « Highly visible fall indicator.

« Lightweight, robust composite unit. « Screwgate karabiner.

* Easy-to-install » Dual stainless steel swivels (unit top and

* No annual factory re-certification required. snaphook).

« Lowers cost of ownership and increases » Corrosion-resistant stainless steel and »
productivity. aluminium internal components. | iT

» High impact resistant nylon housing.

» Ergonomically designed moulded handle
(15 &20m models)

caElE CONNECTORS

LENGTH WEIGHT DIMENSIONS

METERS SNAP HOOKWITH KG MM

FALL INDICATOR
10117 28 6.2 Galvanised . . . Steel 4 255x213x101
1011742 10 Galvanised o 0 E Steel 5 255x213x101 ) i
10117 46 15 Galvanised Steel 6.7 342x246x101 Discontinued
alvanise tee . X X end of 2018
1011750 20 Galvanised . . . Steel 7.6 342x246x 101
10117 29 6.2 Stainless steel . . . Steel 4 255x213x101
1011743 10 Stainless steel . . . Steel 5 255x213x101
10117 47 15 Stainless steel . . . Steel 6.7 342x246x 101
1011751 20 Stainless steel . . . Steel 7.6 342x246x101
Conforms to EN 360

m Complies to the new 2018 regulations EN360

CAEiLE ONEETORS WEIGHT | DIMENSIONS
METERe CABLE SNAP HOOK WITH KG MM
FALL INDICATOR

1032778 6.2 Galvanized steel . . . Galvanized steel 4 255x213x101 m
1032779 10 Galvanized steel . . . Galvanized steel 5 255x213x101
10327 80 15 Galvanized steel . . . Galvanized steel 6.7 342x246x101 Al\r:azlgfée
1032781 20 Galvanized steel . . . Galvanized steel 7.6 342x246x101 Falcon
10327 89 6.2 Stainless steel . . . Stainless steel 4 255x213x101 | vyertical use
1032790 10 Stainless steel . . . Stainless steel 5 255x213x101 only
1032791 15 Stainless steel . . . Stainless steel 6.7 342x246x101
1032792 20 Stainless steel . . . Stainless steel 7.6 342x246x101
10327 88* 10 Stainless steel . . . Stainless steel 5 255x213x101

* Atex version

Conforms to EN 360 - The CE standard requires inspection by a trained competent person, following the Miller Repair Guide.
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