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mAkinG A PROPER inSPECtiOn

Cat. No. Description
  
G99 Glove Inflator Kit 
G99B Replacement Bag 
G99S Replacement Strap 
G99V Replacement Check Valve 
G100 Glove Inflator Kit w/ Adapter 
G100A Lo-Volt Glove Adapter 
INF-1 Standard Bench Model Inflator with Hand Pump
INF-2 Standard Bench Model Inflator with AIr-Line Connection
INF-3 Standard Floor Model
INF-4 Bench Model Air-Bag Inflator for High Voltage Gloves
INF-5 Bench Model Air-Bag Inflator for High and Low Voltage Gloves
INF-6 Standard Sleeve Expander
INF-7 Replacement Glove Inflator Boots for Air Bag Glove Inflators
INF-8 Replacement Bladders for Sleeve Expander (with closed ends) - Set of three
INF-9 Single Replacement Bladders for Sleeve Expander (with closed ends) - Outside Bladder only
INF-10 Hand Held Glove Inflator

G99

G100

G100A

G100 with inflated 
lo-volt glove ready for 

inspection.

OSHA 1910.137 states “Insulating equipment shall be inspected 
before each day’s use and immediately following any incident that 
can reasonably be suspected of having caused damage. Insulating 
gloves shall be given an air test, along with the inspection.” 
Salisbury’s New G100 (Patent Pending), with G100A adapter for 
Class 00 and 0 and smaller size gloves, and the G99, without 
additional adapter, are the perfect answer for inflating your gloves 
for inspection. 
 
The G99 is a simple, easy to use, portable glove inflator. The G99 
provides a quality means of inspecting gloves in the field. The glove 
is secured to the inflator using a nylon strap and fastened with a 
hook and pile closure. Inflation is accomplished by pumping the 
bellows of the inflator against any surface. NOTE: gloves should 
be expanded no more than 1.5 times their normal size for Type 
I, and 1.25 times normal for Type II SALCOR.

SALiSbuRy ADVAntAGE
The G100 is also a simple and easy to use, portable glove inflator. 
The G100 operates exactly like the G99, but includes an additional 
G100A adapter to also inspect Class 00 and 0 and smaller gloves. 
To use the adapter, the glove is secured to the G100A adapter 
using a nylon strap with a hook and pile closure. The adapter, 
with glove attached, is then placed on top of the inflator to be 
inflated for inspection.

INF Series Glove Inflators & Sleeve Expanders
Proper safety requires frequent inspection of gloves and sleeves. 
These glove inflators and sleeve expanders provide an efficient way 
to conduct complete and thorough visual inspections before and after 
use in the field. Easy to install. Simple to operate. Accommodates 
all sleeve and glove sizes. Minimum floor space. Compressed air 
source required.
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