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FALL PROTECTION
BODY WEAR & CONNECTING DEVICES

Honeywell
MILLER

MILLERMB
FULL BODY

SAFETY HARNESS t=n

Designed to provide your team

with superior protection, Honeywell
Miller MB Full Body Safety Harness
provides the mobility with optimum
comfort for long periods of use.

It has a lightweight anticorrosion
dachrotized steel single rear

dorsal D-ring, a cushioned back
pad, and a durable and adjustable
polyamide webbing strap that
perfectly fits ASEAN sizes.

FEATURES & BENEFITS
e Lightweight, high corrosion resistance dachrotized
steel single fall arrest dorsal D-ring and matting buckles.
* Comfortable cushioned back pad.
* Durable 44mm polyamide webbing strap.
* One-size-fits-all, for ASEAN sizes - S,M & L.
* Easy-to-wear harness.

* 3 adjustment points — Pass-thru buckles on chest and
leg straps.

* Yellow and black colored strap for greater visibility from
a distance and in dark environments.

* Maximum working load up to 100kg.

{1 DESCRIPTION
MB9000 Full Body Harness, 1 Back D-Ring

www.honeywellsafety.com

CERTIFICATIONS

¢ EN 361:2002

» Singapore PSB SS528: Part 6: 2006
¢ Malaysia SIRIM

S
A
APPLICATION
Suitable for fall arrest application in

construction industry and for general
works at height.

WEIGHT

750g PC



FALL PROTECTION Honeywell
BODY WEAR & CONNECTING DEVICES MILLER

MILLERMB e
ENERGY ABSORBING v
LANYARD ROPE W |

Highly resistant, durable, g
lightweight - offers optimal B
protection and better comfort '
in case of fall. |

FEATURES & BENEFITS

< Lightweight, anti-corrosion dachrotized steel connectors: Nie, y ’
double-lock scaffold hook, large opening 52mm; auto- '
twist locking carabiner, opening 17mm.

* Durable polyester rope @ 12mm, static strength > 22kN.

« Energy Absorber, high resistant 32mm polyamide
double-layer tearing webbing.

* Maximum arresting force of 6kN. (" <L

MB 9006

e] P
CERTIFICATIONS 1 g
« EN 355:2004 ) e )

¢ Singapore PSB SS528: Part 6: 2006
* Malaysia SIRIM I ;
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A
APPLICATION W £

Suitable for fall arrest application in construction industry e g\J
and for general works at height. e

MB 9007

CONNECTORS WEIGHT

1 Double-lock Scaffold Hook,
1 Auto-twist Locking Karabiner

REF. DESCRIPTION

MB9006 Single Tail Lanyard Rope 8509

1 Double-lock Scaffold Hook, 1.79%g

Lot Ui Uefls Eelniel Repe 2 Auto-twist Locking Karabiner
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